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Vehicle Properties Recovery System Properties - Recovery Electronics

Total Length (in) 111 Primary Altimeter Make/Model Silicdyne Fluctus

Diameter (in) 6.12 Secondary Altimeter Make/Model Altus Metrum EasyMini

Aspect Ratio 18.1:1 Other Altimeters (if applicable)

Gross Lift Off Weight (lb) 36.00 Rocket Locator (Make/Model) Silicdyne Fluctus

Ballast Amount (lb) / Material / Location NA Additional Locators (if applicable)

Launch Vehicle Burn Out Weight (lb) 31.65

Transmitting Frequencies (all - vehicle and 
payload)

869.4625Mhz
Launch Vehicle Landing Weight (lb) (same as 
burn out weight unless you're jettisonning 

something).
31.65

Airframe Material(s) Roll-wrapped S2 Fiberglass

Fin Material and Thickness (in)

Sandwich Honeycomb Nomex 
Core and 4 plies of carbon fiber 

face sheets, .205" total 
thickness Describe Redundancy Plan 

(batteries, switches, etc.)

Two altimeters, two batteries, two switches, 
primary and backup ejection charges for both 

main and drogue.

Coupler Length(s)/Shoulder Length(s) (in)

Nosecone 7/3.5, Forward 
Avionics 11.5/4.5, Aft Avionics 

11.5/6, Forward and Aft 
Airbrakes 9/4.5

Motor Properties
Pad Stay Time (Launch 

Configuration)
14.8 hours

Motor Brand/Designation AeroTech L1390G

Max/Average Thrust (lb) 370.89/312.48 Recovery System Properties - Drogue Parachute

Total Impulse (lbf-s) 887.77 Manufacturer/Model Custom

Mass Before/After Burn (oz) 576/506 Size or Diameter (in or ft) / drag coefficient 18 in. / 1.5 C_d

Liftoff Thrust (N) 1375 Main Altimeter Deployment Setting Apogee

Motor Retention Method Thrust Plate Backup Altimeter Deployment Setting Apogee + 1 second

Stability Analysis Velocity at Deployment (ft/s) 0 ft/s

Center of Pressure (in. from nose) 84.901 Terminal Velocity (ft/s) 100.15 fps

Center of Gravity (in. from nose) 67.54 Recovery Harness Material, Size, and Type 
(examples - 1/2 in. tubular Nylon or 1 in. flat 

Kevlar strap)
Kevlar, 5/8", Flat

Static Stability Margin (on pad) 2.84

Thrust-to-Weight Ratio 8.58 Recovery Harness Length (ft) 28 ft

Rail Size/Type (1515 or 1010) 1515
Harness/Airframe Interfaces 5/16" Steel U-bolts and 5/8" Kevlar Soft Links

Rail Exit Velocity (ft/s) 78.6

Effective rail length (distance traveled before 
forward button loses contact with rail).

96 Kinetic Energy 
of Each 

Section (Ft-lbs)

Section 1 Section 2 Section 3 Section 4

Ascent Analysis
2459 2260

Maximum Velocity (ft/s) 693

Maximum Mach Number 0.626 Recovery System Properties - Main Parachute

Maximum Acceleration (ft/s^2) 308 Manufacturer/Model Fruity Chutes Iris Ultra Compact

Target Apogee (ft) 4600 Size or Diameter (in or ft) / drag coefficient 96 in / 2.2

Predicted Apogee (From Sim.) (ft) 5435 Main Altimeter Deployment Setting 550 ft

Recovery System Properties - Overall Backup Altimeter Deployment Setting 500 ft

Total Descent Time (s) 75.6 Velocity at Deployment (ft/s) 100.15 fps

Total Drift in 20 mph winds (ft) 2209 Terminal Velocity (ft/s) 15.76 fps

Recovery System Properties -  Energetics Recovery Harness Material, Size, and Type 
(examples - 1/2 in. tubular Nylon or 1 in. flat 

Kevlar strap)
Kevlar, 5/8", Flat

Ejection System Energetics (ex. Black Powder) #FFF Black Powder

Energetics Mass / ejection charge 
force - Drogue Chute (grams) (lbf)

Primary 2.4 g, 304 lbf Recovery Harness Length (ft) 25 ft

Backup 3.9 g, 609 lbf
Harness/Airframe Interfaces 5/16" Steel U-bolts and 5/8" Kevlar Soft Links

Energetics Mass / ejection charge 
force - Main Chute (grams) (lbf)

Primary 2.3 g, 304 lbf



Energetics Mass / ejection charge 
force - Main Chute (grams) (lbf) Backup 3.7 g, 613 lbf Kinetic Energy 

of Each 
Section (Ft-lbs)

Section 1 Section 2 Section 3 Section 4

Energetics Mass / ejection charge 
force - Other (grams) (lbf) If 

Applicable

Primary
55.96 21.41 31.63
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Payload

Payload 1 (official 
payload)

Overview

A self-righting lander will deploy from the nosecone after the rocket has landed. Roughly cylindrical in shape, this lander will be 
mounted on rails and secured with a latch while inside the rocket. After landing, a lead screw mechanism will push the lander along 

its tracks and out of the rocket. The latch will release and the lander will be completely separate from the rocket and on its side. 
Then, the lander will deploy four legs to right itself. These legs will be hinged to the base of the lander and attached with struts to a 

collar that extends with another lead screw. Once upright, the lander deploys an auger to collect soil. This auger is rotated and 
extended at the same time, allowing it to drill effectively into the soil. When fully extended, the auger will continue to spin, forcing 
soil into the lander. This soil will be directed by fixed elements into a collection chamber. A 7-in-1 soil sampler will be positioned so 

that its sensors are covered by the funneled soil. Finally, the soil sensor can collect the required pH, electrical conductivity, and 
nitrogen measurements. 

Payload 2 (non-
scored payload)

Overview

The Air Brakes payload will be located near the top of the fin can section. This payload will increase the reference area of the rocket for greater drag 
for altitude control to reach a target altitude. It uses a Bang Bang control scheme with custom software, an IMU, Servo and Raspberry Pi to gather 
data, which is processed to get an accurate prediction of the peak altitude. After motor burnout, if the target apogee is lower than the predicted 

peak altitude, Air Brakes will deploy 4 symmetric fins, if not, the Air Brakes fins will retract.

Test Plans, Status, and Results

Ejection Charge 
Tests

Before each launch, a ground ejection test is conducted to validate the sizing and performance of the primary ejection charges. This procedure 
involves configuring the rocket in its final flight-ready state and simulating the separation events under ground conditions. If the vehicle does not 

achieve successful separation with the initial charge calculations, the ejection charge is incrementally increased by 0.2 grams, and the test is 
repeated. This iterative process continues until reliable separation is confirmed for both the drogue and main parachute deployment charges.

Sub-scale Test 
Flights

The sub-scale test flight is scheduled for November 1st, 2025, with a re-flight launch date on November 15th, 2025 . In the case of inclimate 
weather, the launch days have backup dates of November 2nd and November 16th respectivly.  The purpose of the subscale flight is to test the 

structural design, and the recovery, of the launch vehicle. The Payload team will also be testing data collection within the nosecone during launch. 
Air Brakes will be integrated into this Launch Vehicle, and this launch will test a recent structural redesign they went through.

Vehicle 
Demonstration 

Flights

The Vehicle Demonstraition Flight is scheduled for February 21st , 2026, with a re-flight launch day on March 14th, 2026. In the case of inclimate 
weather, the launch days have backup dates of February 22nd and March 14th respectivly.  The purpose of VDF is to ensure that the integrated 

launch vehicle meets all the Team Derived Requirements for success, as well as the given NASA Requirments. 

Payload 
Demonstration 

Flights

The Payload Demonstration Flight is scheduled for February 21st, 2026, with a backup launch day on March 14th, 2026 if the team is not prepared 
to launch on the 21st.   In the case of inclimate weather, the launch days have backup dates of February 22nd and March 15th respectivly.  The 

purpose of PDF is to ensure that the finalized payload meets all the team derived requirements for success, as well as the given NASA requirments. 



Payload 
Demonstration 

Flights

The Payload Demonstration Flight is scheduled for February 21st, 2026, with a backup launch day on March 14th, 2026 if the team is not prepared 
to launch on the 21st.   In the case of inclimate weather, the launch days have backup dates of February 22nd and March 15th respectivly.  The 

purpose of PDF is to ensure that the finalized payload meets all the team derived requirements for success, as well as the given NASA requirments. 
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Transmitter #1
Location of transmitter: Avionics Bay

Purpose of transmitter: Launch Vehicle Tracking

Brand Silicdyne RF Output Power (mW) 160mW

Model Fluctus Specific Frequency used by team (MHz) 869.4625Mhz

Handshake or frequency hopping?  (explain) Fixed frequency, Alpha

Distance to closest e-match or altimeter (in) Combined GPS tracker and altimeter.

Description of shielding plan: A sheet of aluminum foil will be placed between the transmitter and all other electronics on the Avionics sled.

Transmitter #2
Location of transmitter:

Purpose of transmitter:

Brand RF Output Power (mW)

Model Specific Frequency used by team (MHz)

Handshake or frequency hopping?  (explain)

Distance to closest e-match or altimeter (in)

Description of shielding plan:

Transmitter #3
Location of transmitter:

Purpose of transmitter:

Brand RF Output Power (mW)

Model Specific Frequency used by team (MHz)

Handshake or frequency hopping?  (explain)

Distance to closest e-match or altimeter (in)

Description of shielding plan:

Transmitter #4
Location of transmitter:

Purpose of transmitter:

Brand RF Output Power (mW)

Model Specific Frequency used by team (MHz)

Handshake or frequency hopping?  (explain)

Distance to closest e-match or altimeter (in)

Description of shielding plan:

Additional Comments
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Transmitter #5
Location of transmitter:

Purpose of transmitter:

Brand RF Output Power (mW)

Model Specific Frequency used by team (MHz)

Handshake or frequency hopping?  (explain)

Distance to closest e-match or altimeter (in)

Description of shielding plan:

Transmitter #6
Location of transmitter:

Purpose of transmitter:

Brand RF Output Power (mW)

Model Specific Frequency used by team (MHz)

Handshake or frequency hopping?  (explain)

Distance to closest e-match or altimeter (in)

Description of shielding plan:

Additional Comments




